




The FLO-D Mini produces Ozone by draining the air in the room through the system’s UV-C chamber 
where oxygen O2 contained in the air is converted to ozone O3. 

The ozone then blows out and spread into the room.

1.
Ozone treatment in 3 hours with FLO-D Mini would reduce the amount 

of organic matter in which bacteria thrive and reproduce.

2.
That, without other means, we get an ozone flow through evaporating the unit, 

so that there is also a reduction of organic matter.

3.
Reduction or removal of odors.

There was a significant reduction of fish smell after 
treatment, the trailer was left in the workshop overnight, 
which without ozone treatment usually means no one 
can keep the smell of fish out at the workshop and it is 
normal practice to pull chees / fishing trailers out at night.

Test settings for the FLO-D Mini: 
Blower speed 80%, Ozone measurement upper ozone 
limit 9 ppm lower limit 8 ppm - hours ON - 03 hours 
00 minutes.

Technical description 

FLO-D® MINI - Mark 2
UV-lamps: 8 pcs. 70 watt
Quartz sleeve: 8 pcs. (in cold storage)
Power supply EU: 1x230V + PE 50/60Hz, 10A
Power supply US: 1x115V + PE 50/60Hz, 10A
Consumption EU: 640 watt
Consumption US: 685 watt
Display: Proface PLC, color panel

Room-volume: 
Disinfection: Up to 314 m3
Odor treatment: Up to 1.258 m3

Mesurements: 
Height: 1150 mm ·  Width: 560 mm   
Depth: 890 mm ·  Weight: 59 Kg

	PLC controlled units with datalogging, do not require additional manpower.
	Access point for wireless connection by smartphone or tablet.
	Loud alarm before treatment start – in 8 different languages.
	New weekly treatment programme mode.

Cooling trailer test

Position Start ATP 15 seconds ATP 60 seconds ATP Remarks
1 2463 101 71 OK
2 2471 111 9 OK
3 2788 90 62 OK
4 1786 106 56 OK
A 1216 106 75 OK
B 1556 199 87 OK
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